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FEATURES

LED2JC/16L/G4/830SAMPLE NUMBER

APPLICATIONS
Display Case, Recessed, Accent, General, Residential, Desk Lighting, 
Pendant 

• UL Listed
• Color Temp: 3000K, 5000K
• Voltage: 120V / 12V
• Dimmable
• CRI: 80
• Operating temperature: -4°F - 104°F
• Instant on / Uniform light distribution and consistent color
• Up to 84% energy savings
• UL Listed
• Direct Replacement traditional incandescent design
• Contains no mercury or lead
• 3 Year Warranty
• 25,000 hrs rated average life

PROJECT:

PREPARE BY:

SCHEDULE: DATE: 

NOTES:

WATTAGE SERIES LUMENS BEAM ANGLE COLOR TEMP

2 JC 16L 8 30

2 Watt JC Bi Pin 160 Lumens CRI 80 3000K

JC/JCD Bi-Pin

Rated Life Hours 25,000
Warranty 3 Years

naturaLED® Bi-Pin JC/JCD Ideal for use in applications 
where a halogen G4 12-Volt capsule and G9 120-Volt are 
used. Illuminate your walkway or accent your landscaping 
with our naturaLED® Low/Line Voltage Bi-Pin. Our Bi-Pin 
series produces white light and can replace your current 
20W halogen G4/G9 capsule. Rated for 25,000 life hours and 
shoudl be used in 12-Volt and 120-Volt fixtures only.
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Bi-Pin

ORDERING

5848
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Ordering
Code

LHO-JC1.6T4G4/50K

LED2JC/16L/G4/830

LED2JC/17L/G4/850

LED2JCD/18L/G9/830

LED2JCD/20L/G9/850

Description
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DIMENSIONS

PACKAGE

Case Qty 100 pcs (10 for inner package)
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